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Würth Danmark A/S Montagevej 6 6000 Kolding

For easy and cost-effective removal of glued 
windscreens in passenger and commercial 
vehicles

Particularly well suited to one-man operation
Removal tool with suction system, cutting cord and mounting 
hook allows operation by only one person.

Practical
The use of cutting cord and protector means that the inner 
panelling does not need to be removed.

Can also be used with narrow clearance dimen-
sions
Robust cutting cord

Contents for art. no. 0714 58  230
Designation Art. no. Quantity
Universal holder C 6.3 (1/4”) With stainless steel sleeve, snap ring and permanent magnet 1
Wire feeder 1
Protector to windscreen removal set 0714 58  233 1
Windscreen cutting line 65 m; Cord thickness 1.1 mm 0714 58  240 1
Mounting hook for mini windscreen removal set 0714 58  289 1
Mounting wedge 0714 58  31 1
1C cutter knife with slider 1
System case 4.4.2 5581 021 000 1

Windscreen removal set 9 pieces

Number of pieces in assort-
ment/set 9 PCS

Spare parts Art. no.
Suction cup and pump set for mini windscreen removal set 0714 58  288
Cord pulley for windscreen removal tool, Mini 0714 58  295

Art. no. 0714 58  230
P. Qty.: 1

Details/Application
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Würth Danmark A/S Montagevej 6 6000 Kolding

##keep##

Related products Art. no.
Windscreen cutting line 65 m; Cord thickness 0.8 mm 0714 58  284


